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Finally!!! A teaching center that
has everything the teacher needs
integrated into one easy to use

InGage Teacher Center

package. Using InLine’s exclusive
mobile Media Center Manager, the
InGage Teacher Center makes teaching
better than ever because the control
of all the devices is literally right at the
teacher’s fingertips from anywhere

in the classroom.
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Video Conferencing Camera

Large Work Surface

Document Camera

Lockable
Drawer

DVD /VCR

Video Conferencing System

InGage Media Computer

. ASUS Eee Box Mini desktop PC -
1x Atom N270 1.6 GHz

. 1 GBRAM /160 GB HDD

. Windows XP

ViewSonic VG1930 Monitor

. LCD Type 19" color

. Optimum Resolution 1440x900
. Contrast Ratio 700:1 (typ)

. Brightness 300 cd/m2 (typ)

. Panel Surface Anti-glare

ViewSonic PJD6230 Projector

. DISPLAY Type 0.55" Digital
Micromirror Device (DLP®)

. Resolution XGA 1024x768 (native) /
SXGA 1280x1024 (compressed)

. Lens 1.1x Manual Optical Zoom /
Manual focus

. Keystone Vertical Digital keystone
correction: +/- 40 degrees

. Size 30”-300" (Diagonal) / 0.8m-
7.6m

. Throw Distance 1.2m-10m (47"-
393")

. Throw Ratio 1.97:1~2.16:1

. Lamp 200 watt

. Lamp Life (Normal / Eco Mode)
3500 / 4000* (hours)

. Brightness 2,700 Lumens

. Contrast Ratio 2000:1 (typ)

. Aspect Ratio 4:3 (native) / 16:9

. Color Gamut 85% NTSC (CIE 1931)

. AUDIO Speakers 2 x 5w

19” LCD Monitor

Wireless Pad

Samsung DVD-V9800 DVD/VCR

. HD Upconversion : 720p / 1080i /
1080p

. Digital-to-Analog Converter : 10bit
/ 54MHz

. HDMI Output : Yes

Elmo TT-02S Document Camera

. Camera Image pick-up device 1/3”
progressive scan CCD, 850,000
pixels

. Shooting area Max. 16 7/8" x 12
1/2" (426 x 317 mm)

. Min. 3 3/4” x 2 3/4” (94 x 71 mm)
for 17-inch document

Student Response System

. 32 Pad CPS RF System (including
carrying case, receiver unit,
software with regular upgrades,
tech support

InterWrite Mobi
. Interwrite Mobi with KWIK screen
(includes Workspace software)

LogiTech Deluxe Camera

. 1.3-megapixel sensor

. Built-in microphone

. Video capture: Up to 1280 x 1024
pixels (HD quality) (HD Video 960
X 720 pixels)

. Frame rate: Up to 30 FPS

. Still image capture: 5 megapixels
(with software enhancement)

.

Heavy Duty Casters

Teacher/Classroom Audio System

. REDMIKE™ — small, lightweight,
easy-to-use microphone

. A single CNXQ speaker provides
excellent speech intelligibility
for classrooms with suspended
ceilings

. 2 stereo audio inputs with volume
control

. 8-band graphic equalizer

. Audio output for assistive listening
and recording

Polycom PVX Video Conferencing

Software

. Best Audio and Video - Crisp,
sharp high resolution video with
H.264 technology and CD-like
audio quality with Polycom Siren™
14 audio

. Powerful Software Application -
The industry’s best performing
video conferencing application
works in conjunction with your
PC and USB camera at call speeds
up to 2Mbps in H.323 and SIP
standards environment

. Enhanced Features - Integrated
AES encryption for secure
calls and People+Content™ for
simultaneously sharing XGA
resolution content and high
quality video

Media Manager Software

Student Voting System

2700 Lumens
Projector

Collapsible Shelf

Keyboard /
Mouse

Classroom
Amplification
System

Media
Center
Computer

Polycom Classroom Video

Conferencing

. Natural life-like communication at
low bandwidths

. Smooth and uninterrupted
video conferences, even across
congested networks

. Superb audio clarity to hear every
word, conversation, and speaker

. Improved meeting quality with
simultaneous speaker and content
views

. Improved collaboration with
intuitive one-touch content
sharing



